q@ DPFBN49

DIY WORK
Mechanical leather glove, American cut to avoid awkward seams on the underside
Hand protection of the hand
Applications

 Public Works
« Building
« Temporary Work

» Storage

Certifications and norms

EN 388
3122X

Risk Protection

Wearing
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@ DPFBN49

DIY WORK
Mechanical leather glove, American cut to avoid awkward seams on the underside
Hand protection of the hand
Standards - Details Technical details
Glove kind Mechanical glove
EN388:2016+A1:2018
3 [0-4] ABRASION RESISTANCE Glove family Cut and sewn leather palm / leather
1 [0-5] CUT RESISTANCE back
2 [0-4] TEAR RESISTANCE
2 [0-4] PIERCE RESISTANCE ;
X [A-F] CUT RESISTANCE ISO 13997 Mechanical Glove Type Cut Sewn
Thickness (mm) 0,90->1,10
Cuff caracteristic Sewn open cuff with elastic
Color Natural
Size 8,9,10,11
Type of conditioning Header card
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DPFBN49
DIY WORK

Mechanical leather glove, American cut to avoid awkward seams on the

Safety gloves underside of the hand

Logistics Information

Reference Color Size Designation EAN13 Box Code @ A Weight ﬁﬁ@

320 66.0 240

DPFBN4908 Natural 08 DPFBN49 3205249243098  13295249243095 60 6 88kg 20 660 24
DPFBN4909 Natural 09 DPFBN49 3295249243104 1325249243101 60 6  78kg o8 658 240
DPFBN4911 Natural 1 DPFBN49 3205249243111 13295249243118 60 6 97kg 328 666 230
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@ Multiple Sales

& Minimum Order Quantity

] Box Width
[T Box Depth
[ [J Box Height
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