
Valbescherming

EX118
WERKPOSITIONERINGSSYSTEMEN

Stevige en efficiënte positioneringskoord, uitgerust met een beschermende huls

voor intensief gebruik en een langere levensduur

Certificeringen en normen

CATEGORIE III

EN358

Beschermt tegen

Val

Toepassing

Landbouw•

Bouw & Constructie•

Afwerking / ambachtslieden•

Onderhoud•

Chemische industrie•

Olie en Gas(winning)•
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Valbescherming

EX118
WERKPOSITIONERINGSSYSTEMEN

Stevige en efficiënte positioneringskoord, uitgerust met een beschermende huls

voor intensief gebruik en een langere levensduur

Normen - Details Technische details

Soort uitrusting Werkpositioneringssysteem

Samenstelling van de

hoofdsteun

Polyester

Diameter touw (mm) 14

Met connector ja

Kleur Oranje

Extra voordeel Verkrijgbaar in 2 m en 4 m

Connector (structuurzijde) Zelfborgende haak, staal, opening

18 mm

Werksituaties met

valbeveiliging

Positionering, Positionering
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EX118
WORK POSITIONING SYSTEMS

Fall protection
Robust and efficient positioning lanyard with a protective sheath for intensive
use and a longer service life

Logistics Information

Reference Color Size Designation EAN13 Box Code Weight

ENAS000200021
[ EX118200A ] Orange 0.20 → 2 m EX118 3295249176785 13295249176782 5 1 4.85 kg 27.0

cm
43.5
cm

12.0
cm

ENAS000200022
[ EX118400A ] Orange 0.20 → 4 m EX118 3295249176792 13295249176799 5 1 7.54 kg 28.0

cm
44.0
cm

22.0
cm

Multiple Sales

Minimum Order Quantity

Box Width

Box Depth

Box Height
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