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AMO022
@ CONECTORES

Mosquetdn autobloqueante que reduce el riesgo de manipulacién indebida y tiene

Sujecion de Carga-lzajede  yna gran abertura para facilitar el anclaje
carga-Proteccion en Altura

Detalles - Normas Detalles técnicos

Tipo de equipo

Composicidn del soporte
principal

Largo (m)
Longitud (inch)
Width (inch)
Ancho (mm)
Apertura (mm)
Opening (inch)
Bloqueo

Color

Vida util desde la fabricacion
(anos)

Peso (kg) (kg)

Tipo de envase

Longitud (ft)

Resistencia del eje mayor (kN)

Mosquetdn autoblo

Acero

0,215

8.3316

4.3231

110

51

2.0044

Sistema automatico
Acero

20

1

Cajade 2
0.7054
25

queante
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@ CONNECTORS
Automatic lock karabiner that reduces the risk of mishandling and has a large

Fall protection opening for easy anchoring

Logistics information

Reference Colour Size Designation EAN13 Box code @ A Weight ﬁ ﬁ @
CON231031 . 260 325 195
[AMO022X2V?2 ] Steel One size AMO022 3295249284794  13295249284791 10 1 10.39 kg cm m m

@ Multiple sales

A Minimum sales

] Box Width
[T Box Depth
[ ] Box Height
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